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Product Information 
 

 

Deoxidine 
 

Product Description 

978-10007  

 

DEOXIDINE 624 is a phosphoric acid and solvent type metal cleaner and conditioner designed 
for manual application, which removes rust, destroys rusting agents and leaves the metal 
surface chemically clean and ready for paint. 

 

It may be used on most metals with the exception of cadmium, zinc and magnesium, as these 
are susceptible to rapid chemical attack by acids. 

 

 

Product and additives 
 

PRODUCT Deoxidine 624 978-10007 

 

ADDITIVE Water 
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Application Guide 
 

 

 

 

Mixing Ratio 
 

 
 

 

Application 

 

 

 

DEOXIDINE 624 is diluted 2–3 times with water (to give a 25–33% 
solution), depending on the degree of rust present. Use a higher 
concentration for heavily rusted surfaces. 

 

 

 

 

 

 

Degrease surface using Prepsol prior to treating metal surface with 
DEOXIDINE 624. 

 

Apply the diluted DEOXIDINE 624 solution liberally by Scotchbrite or 
brush, working over small areas at a time. Scour, if necessary, with 
Scotchbrite or wire brush to remove heavy rust. 

Do not allow a contact time greater than 3 minutes before washing off. 

Remove and neutralize by washing off with water and wiping thoroughly 
with a clean, wet cloth. Immediately wipe completely dry with two clean 
dry cloths. 

 

The surface will have a brown to bluish appearance when dry. Paint 
surface within 2 hours of being treated. 
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Performance Guidelines 
 

Use only recommended PPG products. 
 

 

Health and Safety 
 

Please refer to Material Safety Data Sheets for full Health and Safety details and storage 
regulations. 

 

See: Safety Data Sheet |  Safety Data Sheet Index 
 

 

This product is for professional use only. 
The information given in this sheet is for guidance only. 
Any person using the product without first making further 
inquiries as to the suitability of the product for the 
intended purpose does so at his own risk and we can 
accept no liability for the performance of the product or 
for any loss or damage (other than death or personal 
injury resulting from our negligence) arising out of such 
use. The information contained in this sheet is liable to 
modification from time to time in the light of experience 
and our policy of continuous product development. 
Drying times quoted are average times at 20°C/68°F. 
Film thickness, humidity and shop temperature can all 
affect drying times. 
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